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Section 02870
bIke Lockers
	GENERAL NOTES TO SPECIFIER:

PLEASE FEEL FREE TO CALL HUNTCO FOR ASSISTANCE IN EDITING THIS SECTION FOR THE SPECIFIC APPLICATION.
THIS SPECIFICATION SECTION HAS BEEN PREPARED TO ASSIST DESIGN PROFESSIONALS IN THE PREPARATION OF PROJECT OR OFFICE MASTER SPECIFICATIONS. IT FOLLOWS GUIDELINES ESTABLISHED BY THE CONSTRUCTION SPECIFICATIONS INSTITUTE, AND THEREFORE MAY BE USED WITH MOST MASTER SPECIFICATION SYSTEMS WITH MINOR EDITING.

EDIT CAREFULLY TO SUIT PROJECT REQUIREMENTS. MODIFY AS NECESSARY AND DELETE ITEMS THAT ARE NOT APPLICABLE. VERIFY THAT REFERENCED SECTION NUMBERS AND TITLES ARE CORRECT. (NUMBERS AND TITLES REFERENCED ARE BASED ON MASTERFORMAT, 1995 EDITION).

THIS SECTION ASSUMES THE PROJECT MANUAL WILL CONTAIN COMPLETE DIVISION 1 DOCUMENTS INCLUDING SECTIONS 01330(SUBMITTAL PROCEDURES, 01620(PRODUCT OPTIONS, 01630(PRODUCT SUBSTITUTION PROCEDURES, 01660(PRODUCT STORAGE AND HANDLING REQUIREMENTS, 01740(cLEANING, 01770(CLOSEOUT PROCEDURES, AND 01780(CLOSEOUT SUBMITTALS. CLOSE COORDINATION WITH DIVISION 1 SECTIONS IS REQUIRED. IF THE PROJECT MANUAL DOES NOT CONTAIN THESE SECTIONS, ADDITIONAL INFORMATION SHOULD BE INCLUDED UNDER THE APPROPRIATE ARTICLES.

THIS IS AN OPEN PROPRIETARY SPECIFICATION ALLOWING USERS THE OPTION OF APPROVING OTHER MANUFACTURERS WHICH COMPLY WITH THE CRITERIA SPECIFIED HEREIN.

NOTES TO THE SPECIFIER ARE CONTAINED IN BOXES like this one AND SHOULD BE DELETED FROM FINAL COPY.

OPTIONAL ITEMS REQUIRING SELECTION BY THE SPECIFIER ARE ENCLOSED WITHIN BRACKETS, E.G: [35] [40] [45]. MAKE APPROPRIATE SELECTIONS AND DELETE OTHERS.

ITEMS REQUIRING ADDITIONAL INFORMATION ARE UNDERLINED BLANK SPACES, E.G:  ___________ .

OPTIONAL PARAGRAPHS REQUIRING SELECTION OF ONE OF THE OPTIONS ARE SEPARATED BY “OR” WITHIN A BOX, E.G:

OR

OPTIONAL PARAGRAPHS AND FEATURES THAT MAY BE SELECTED OR DELETED AS DESIRED ARE SHOWN IN BOLD FACE TYPE. DELETE BOLD FACE TYPE WHEN RETAINING THESE PARAGRAPHS OR FEATURES.




Part 1 - General

1.1 Summary

A. Section Includes:

1. Steel Bicycle Lockers
DELETE FOLLOWING PARAGRAPH IF BICYCLE RACKS ARE SURFACE MOUNTED.
1.2 Submittals

A. Reference Section 01330(Submittal Procedures; submit following items:

RETAIN PRODUCT DATA, BUT DELETE FOLLOWING COLOR SELECTIONS IF STAINLESS OR GALVANIZED RACKS ARE SPECIFIED IN PART 2.

1. Product Data. Include full range of standard color selections.

2. Shop Drawings: Indicate materials, dimensions, tolerances, welding, fasteners, hardware, mounting, finish, and accessories.

3. Quality Assurance Submittals:

a. Qualifications: Proof of manufacturer qualifications.

b. Manufacturer’s Installation Instructions.

1.3 Delivery, Storage, and Handling

A. Reference Section 01660(Product Storage and Handling Requirements.

B. Follow manufacturer’s instructions.

Part 2 - Products

2.1 Manufacturer

A. Huntco Site Furnishings
Tel: 
(800) 547-5909


PO Box 10385
Fax:
(503) 274-2055


Portland, OR 97296
E-Mail:
mailto:sales@huntco.com


Website:
http://www.huntco.com/
B. Substitutions: Reference Section 01630(Product Substitution Procedures.

2.2 Materials

A. Solid sheet steel panels: 16, 14 and 12 gauge
OR

A.
Solid sheet stainless steel panels: 16, 14 and gauge
2.3 bicycle Lockers (steel)
A. Model:  BV-1 (Single bike capacity per unit)
1. Fabrication: [16] or [14] gauge steel sidewall panels with 12 gauge steel door frame with stainless steel piano style hinge.

2. Divider: [3/4” Plywood] or [16 gauge steel panel].

3. Perforations: [None] [Sidewalls] [Steel divider] [Door panel] [Custom perforated pattern per architect detailed design].  Panels must be a minimum of 14 gauge steel when adding perforations.
4. Hardware: [Stainless steel pistol-grip style handle with “U” lock and padlock adaptor] [Stainless steel pistol grip handle for pad lock use only –  no “U” lock adaptor, pad lock provided by owner]  [Pop out “T” handle with key] [Electronic keypad to operate 16 doors total with cellular phone technology]
5. Mounting:  [Surface mount elevator feet for leveling and bolting to concrete] [As shown on Drawings].

6. Finish: [Powder coat finish with primer undercoat] [Stainless steel finish].

SPECIFY ONE OF THE FOLLOWING STANDARD POWDER COAT COLORS AND DELETE THE OTHERS.  CONSULT HUNTCO FOR AVAILABILITY OF CUSTOM COLORS.  DELETE THE FOLLOWING IF HOT-DIPPED GALVANIZED OR STAINLESS STEEL FINISH IS SPECIFIED.

a. Color: [Red] [Green] [Black] [Blue] [Bronze] [Grey] [Yellow] [White] [Beige] [Teal] [Sky Blue] [Standard color as selected by Architect] [Custom color as selected by Architect].

B. Model:  BV-2 (double bike capacity per unit)
1. Fabrication: [16] or [14] gauge steel sidewall panels with 12 gauge steel door frame with stainless steel piano style hinge.

2. Divider: [3/4” Plywood] or [16 gauge steel panel].

3. Perforations: [None] [Sidewalls] [Steel divider] [Door panel] [Custom perforated pattern per architect detailed design].  Panels must be a minimum of 14 gauge steel when adding perforations.
4. Hardware: [Stainless steel pistol-grip style handle with “U” lock and padlock adaptor] [Stainless steel pistol grip handle for pad lock use only –  no “U” lock adaptor, pad lock provided by owner]  [Pop out “T” handle with key] [Electronic keypad to operate 16 doors total with cellular phone technology]
5. Mounting:  [Surface mount elevator feet for leveling and bolting to concrete] [As shown on Drawings].

6. Finish: [Powder coat finish with primer undercoat] [Stainless steel finish].

SPECIFY ONE OF THE FOLLOWING STANDARD POWDER COAT COLORS AND DELETE THE OTHERS.  CONSULT HUNTCO FOR AVAILABILITY OF CUSTOM COLORS.  DELETE THE FOLLOWING IF HOT-DIPPED GALVANIZED OR STAINLESS STEEL FINISH IS SPECIFIED.

a. Color: [Red] [Green] [Black] [Blue] [Bronze] [Grey] [Yellow] [White] [Beige] [Teal] [Sky Blue] [Standard color as selected by Architect] [Custom color as selected by Architect].

C. Model:  BV-VW (Vertical Wedge – single bike capacity per unit)

1. Fabrication: [16] or [14] gauge steel sidewall panels with 12 gauge steel door frame with stainless steel piano style hinge.

2. Perforations: [None] [Sidewalls] [Door panel] [Custom perforated pattern per architect detailed design].  Panels must be a minimum of 14 gauge steel when adding perforations.
3. Hardware: [Stainless steel pistol-grip style handle with “U” lock and padlock adaptor] [Electronic keypad to operate 16 doors total with cellular phone technology].
4. Mounting:  [Surface mount elevator feet for leveling and bolting to concrete] [As shown on Drawings].

5. Finish: [Powder coat finish with primer undercoat] [Stainless steel finish].

SPECIFY ONE OF THE FOLLOWING STANDARD POWDER COAT COLORS AND DELETE THE OTHERS.  CONSULT HUNTCO FOR AVAILABILITY OF CUSTOM COLORS.  DELETE THE FOLLOWING IF HOT-DIPPED GALVANIZED OR STAINLESS STEEL FINISH IS SPECIFIED.

a. Color: [Red] [Green] [Black] [Blue] [Bronze] [Grey] [Yellow] [White] [Beige] [Teal] [Sky Blue] [Standard color as selected by Architect] [Custom color as selected by Architect].
D. Model: BV-HW (Horizontal Wedge – single bike capacity per unit)

1. Fabrication: [16] or [14] gauge steel sidewall panels with 12 gauge steel door frame with stainless steel piano style hinge.

2. Perforations: [None] [Sidewalls] [Door panel] [Custom perforated pattern per architect detailed design].  Panels must be a minimum of 14 gauge steel when adding perforations.
3. Hardware: [Stainless steel pistol-grip style handle with “U” lock and padlock adaptor] [Electronic keypad to operate 16 doors total with cellular phone technology].
4. Mounting:  [Surface mount elevator feet for leveling and bolting to concrete] [As shown on Drawings].

5. Finish: [Powder coat finish with primer undercoat] [Stainless steel finish].

SPECIFY ONE OF THE FOLLOWING STANDARD POWDER COAT COLORS AND DELETE THE OTHERS.  CONSULT HUNTCO FOR AVAILABILITY OF CUSTOM COLORS.  DELETE THE FOLLOWING IF HOT-DIPPED GALVANIZED OR STAINLESS STEEL FINISH IS SPECIFIED.

a. Color: [Red] [Green] [Black] [Blue] [Bronze] [Grey] [Yellow] [White] [Beige] [Teal] [Sky Blue] [Standard color as selected by Architect] [Custom color as selected by Architect].

Part 3 - Execution

3.1 Examination

A. Examine substrates upon which bench will be installed.

1. Verify that surfaces are clean, flat and level.

B. Coordinate with responsible entity to perform corrective work on unsatisfactory substrates.

C. Commencement of work by installer is acceptance of substrate.

3.2  INSTALLATION

MANUFACTURER’S INSTALLATION INSTRUCTIONS ARE ADEQUATE FOR NORMAL INSTALLATION CONDITIONS. ADDITIONAL REQUIREMENTS MAY BE NECESSARY FOR UNUSUAL CONDITIONS.

A. Install bike lockers in accordance with manufacturer’s installation instructions.

B. Install bike lockers level, plumb, square, accurately aligned, correctly located per drawings, and without warp.

SPECIFY ONE OF THE FOLLOWING THREE MOUNTING STYLES 

C. Surface Flange Mount: Anchor bench securely in place with 1/2 inch x 4-inch anchor bolts through  holes in elevator feet.
D. Use hardware and fasteners in accordance with manufacturer’s instructions.

3.3 Cleaning

A. Reference Section 01740(Cleaning.

B. Follow manufacturer’s instructions.

3.4 Protection

A. Protect bench from damage due to other construction operations.

End of Section
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